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Front down design —Front down design keeps the 
front of the slot cutter on the ground during operation 

to eliminate the throwing of debris.

Skid steer mount — The Universal skid steer mount allows the use 
of the slot cutter on most high flow skid steer models. Hands free 
operation of the depth control requires no additional hydraulic 
systems to operate.

Backhoe mount — The Universal slot cutter is available with 
backhoe mounts for use on most backhoe loaders. Roll-in depth 
control simplifies its operation.

Hydraulic roll-in depth control — The patented roll-in depth control 
allows the operator to easily change the depth of cut without removing 
his hands from the controls. The operator controls the depth utilizing 
the skid steer’s existing bucket function.

High torque direct drive design — These motors deliver the power 
directly to the cutting disc. No power is lost through a planetary 
reduction system. A wide selection of motors are available to maximize 
the productivity of your skid steer.

Standard hydraulic side shift — The side shift function allows the 
cutting head to be shifted to the side to allow cutting close to curbs 
or obstructions.

Road repair — Large potholes can be prepared for 
repair by using the Universal slot cutter. The slot cutter 
is used to cut around the area to be repaired to provide 
a clean solid edge for the repair.

Parking lot repair — Use the SSG-7 or SSG-9 to cut 
around bad areas in parking lots prior to repair then 
switch to a bucket and remove the asphalt in the area 
to be repaired.

Crack repair — The 3" cutting width is perfect for 
routing out cracks in asphalt prior to repair.

Utility cuts — Cut across streets prior to digging for 
utility cuts to simplify the pavement restoration.

Applications
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Specifications
	MODEL	 SSG-7	 SSG-9	 BSG-7	 BSG-9		

Skid Steer	 Skid Steer	 Backhoe	 Backhoe		

Cutting Width	 3"	 3"	 3"	 3" 			

Cutting Depth	 7"	 9"	 7"	 9"	 	

Side Shift Travel	 24" 	 24" 	 24"	 24"		

Shipping Weight (lbs)	 900	 1000 	 735 	 835	

Minimum HYD. HP	 35	 45	 35	 45 	
Permissible		

Minimum HYD. HP	 80	 80	 80	 80	
Permissible	

Flow 	 High Flow	 High Flow	 High Flow	 High Flow	
Requirement	 28 gpm (min)	 28 gpm (min)	 28 gpm (min)	 28 gpm (min)	

# Teeth	 20	 20	 20	 20

NOTES: High pressure option allows use up to 5000 psi. Special motor configurations 
available for skid steers that do not meet recommended HP requirements.
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