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1. PRODUCT WARRANTY

" PRODUCT

CONEQTEC ||
iveE Sel

WARRANTY

PURPOSE OF POLICY

The policy cavers comection of defects In workmanship and/or materials called to the attention of Coneqtec/Universal and s subject to all conditions of the
waranty,

STATEMENT OF WARRANTY

C fUniversal its pl for up to one year from the purchase date when comrectly used under normal operating conditions. Conedtec/Universal

q

makes no other wamranty expressed or implied,

This warranty shall not apply 1o any products that have been aitered, changed or repaired in any manner Nor shall it apply to any product which
has been subject to misuse, negligence or accident.

The exclusive and sole remedy for breach of contract (i (ndudlng bveach ofmyexpras or |mphed warramy) shall be limited to repalr, modification or replacement
at the sole discretion of Cc , of non-conf | shall not in any event be liable to anyene. Faulty

or suspect parts must be retumed to Coneqteclllnmvsa! atuser's cost.

GENERAL
Coneqtec/Universal reserves the right to make changes or improvements In design or construction of any part without incurring the obligation to install such
changes on any unit previously defivered.

WARRANTY PARTS & LABOR PROCEDURES

WARRANTY PARTS & LABOR POLICY
Warranty parts credits wilt be allowed for tha replacement parts that prove in the company's | fo be def in material or workmanship on machines
sold to the original purchaser. No consideration whatsoever will be made on used, second-hand, altered or rebuilt machinery.

Only genuine Conegtec/Universal parts will be used m comection of defective products. Any parts used that are not of Coneqtec/Universal origin will not be
warranted unless prior Coneqtec/Universal approval has been granted.

Warranty labor will be paid at $40 per hour based on flat rates established by Coneqgtec/Uni h r, no mileage or mlleage time will be reimbursed.
Warranty will not be paid rfthe dealer Is not capable of doing the testing that Is required by Coneqtec/Universal (this pertains to hydraulic testing and the use
of p testing equif ine the location or source of the problem.

OWNER RESPONSIBILITY

Every owner Is responsible for the machine's proper use and maintenance. Parts that are simply wom out through normal wear and tear, or abused or damaged
dus to lack of maintenance or adjustment are not subject for warranty consideration.

DEALER RESPONSIBILITY
Coneqtec/Universal requires that the dealership has a service center that is staffed and has the ability to setup and do pmvdal[very on all units prior to delivery
and to do testing that is required by Coneqtec/Universal in the event that there is a problem with the machine.

Itis also required that the dealers instruct the customer on the proper operation and safety procedures.

WARRANTY PROCEDURE
Warranty wil not be considered on the following unless it can be proved there Is ce in work hip or materiais.

Wear items such as pics, pic blocks, blades and cutters.

Hoses that have been worm or damaged by use.

PROCEDURE FOR CLAIM :
Prior to starting any y work please call Cc JUniversal for approval and notification of flat rate allowances. All warranty claims must be received

within thirty days ofwarmmy repalr In order to be a valid warranty claim. Otherwise wamanly claim will be denied. A copy of the parts invoices and srmp wcrk
orders must be submittad with the warranty form, and the form must be filied out completely with all and i on. The /RGA
form with parts should then be sent to the designated location stated on form. coneqterJUrWersel will pay only standard Fed Ex or LTL fruck freight on wamanty
ftems.

All warranty credits will be applied to the dealer's account. Revised 11/1/01

PO BOX 9102 = WICHITA, KS 67277 (888) 832-346 Fax (316) 946-5552




2. CHECKLIST

DEALER’S FILE COPY

2.1 PRE-DELIVERY

After the Manhole Saw has been completely set-up and
attached to the host machine, the following inspections
should be made. Check off each item after prescribed
action is taken.

Check that:
¢ No parts of the unit have been damaged in shipment.
Check for things such as dents and loose or missing

parts; correct or replace components as required.

¢  All bolts and fasteners are in place and tightly
secured.

¢  All grease fittings have been properly lubricated; see
lubrication information in this manual.

¢ All decals are in place and securely attached.

¢  The serial number of your unit is recorded in the
space provided on this page.

¢ Then, test run the unit while checking that all
components are operating correctly.

I acknowledge that the procedures were performed on
this unit as outlined above.

DEALERSHIP NAME

DEALER REPRESENTATIVE’S NAME

DATE CHECKLIST FILLED OUT

SERIAL NUMBER

2.2 DELIVERY

The following checklist is an important reminder of
the valuable information that MUST be passed on to
the customer at the time the unit is delivered. Check
off each item as you explain it to the customer.

¢ Give the customer his operators manual.
Instruct him to be sure to read and com-
pletely understand its contents BEFORE
operating the unit.

¢ Explain and review with him the SAFETY
information in this manual.

¢ Explain that regular cleaning and lubrication are
required for proper operation and long life.
Review with him the lubrication information in
this manual.

¢ Explain and review with him the service &
maintenance information in this manual.

¢ Completely fill out the owner’s registration,
including the customer’s signature, and return it
to the manufacturer.

I acknowledge that the above points were reviewed
with me at the time of delivery.

CUSTOMER’S SIGNATURE

DATE DELIVERED




2. CHECKLIST

CUSTOMER’S FILE COPY

2.1 PRE-DELIVERY 2.2 DELIVERY

After the Manhole Saw has been completely set-up and The following checklist is an important reminder of
attached to the host machine, the following inspections the valuable information that MUST be passed on to
should be made. Check off each item after prescribed the customer at the time the unit is delivered. Check

action is taken. off each item as you explain it to the customer.,
Check that: ¢ Give the customer his operators manual,
Instruct him to be sure to read and com-
¢ No parts of the unit have been damaged in shipment. pletely understand its contents BEFORE
Check for things such as dents and loose or missing operating the unit.

parts; correct or replace components as required.
¢ Explain and review with him the SAFETY

¢ All bolts and fasteners are in place and tightly information in this manual.
secured.
¢ Explain that regular cleaning and lubrication are
¢ All grease fittings have been properly lubricated; see required for proper operation and long life.
lubrication information in this manual. Review with him the lubrication information in
this manual.

¢ All decals are in place and securely attached.
¢ Explain and review with him the service &
¢ The serial number of your unit is recorded in the maintenance information in this manual.
space provided on this page.
¢ Completely fill out the owner’s registration,
¢  Then, test run the unit while checking that all including the customer’s signature, and return it
components are operating correctly. to the manufacturer.

1 acknowledge that the procedures were performed on I acknowledge that the above points were reviewed
this unit as outlined above. with me at the time of delivery.

DEALERSHIP NAME
CUSTOMER'’S SIGNATURE

DEALER REPRESENTATIVE’S NAME
DATE DELIVERED

DATE CHECKLIST FILLED OUT

SERIAL NUMBER




3. INTRODUCTION

The Universal Manhole Saw was designed as an attachment machine for use on numerous host machines, such as
host machine loaders and hydrostatic front end loaders. The information contained in this manual refers only to
the Manhole Saw attachment. Information regarding the valves used to control oil flow to the Manhole Saw at-
tachment can be found in the host machine’s manual or in the power pac installation manual if the host machine is

so equipped.

The information contained within is provided to assist you in preparing, adjusting, maintaining and servicing your
machine. More importantly, this manual provides an operating plan for safe and proper use of your machine. Ma-
jor points of safe operation are detailed in the safety chapter of this manual. Refer to the table of contents for an

outline of this manual.

Modern machinery has become more sophisticated and, with that in mind, you must read and understand the con-
tents of the manual completely and become familiar with your new machine before attempting to operate it.

Terms such as “right” and “left”, as used in the manual, are as though the reader is sitting in the host machines
operator’s seat and facing the Manhole Saw.

Throughout this manual, information is provided which is set in bold type and introduced by the word NOTE. Be
sure to read carefully and comply with the message or directive given. Following this information will improve
your operating or maintenance efficiency, help you to avoid costly breakdown or unnecessary damage, and extend
the life of your machine.

The Manufacturer and the Society of Automotive Engineers have adopted this SAFETY ALERT SYMBOL to

pinpoint characteristics which, if not properly followed, can create a safety hazard. When you see this symbol in
this manual or on the unit itself, you are reminded to BE ALERT! YOUR SAFETY IS INVOLVED!

'

The manufacturer reserves the right to make changes or improvements in the design or construction of any part
without the obligation to install such changes on any unit previously delivered.




4. SPECIFICATIONS

HS-57 MODEL
Cutting Diameter ...................... 57
Cutting Depth..........cocovvninen. 107
Swing Capacity (fore & aft).......... 30 degrees
Shipping Weight.................coviee 1,850 Ibs
Min HHP recommended................ 50 HHP
FIOW..iiiviiiiiiiniee i High-Flow
No. of cutting teeth...................... 45

The manufacturer reserves the right to make changes or improvements in the design or construction of
any part without the obligation to install such changes on any unit previously delivered.




5. SAFETY

BEFORE YOU ATTEMPT TO OPERATE THIS
EQUIPMENT, READ AND STUDY THE FOLLOWING
' SAFETY INFORMATION. IN ADDITION, MAKE
SURE THAT EVERY INDIVIDUAL WHO OPERATES
OR WORKS WITH THIS EQUIPMENT IS FAMILIAR
. WITH THESE SAFETY PRECAUTIONS.

The manufacturer always takes the operator and their safety into consideration when design-
ing machinery. Guards are provided on exposed moving parts for the operator’s protection,
however, some areas cannot be guarded or shielded in order to assure proper operation. In
addition, the operator’s manual and decals on the machine itself warn you of further danger
and should be read and observed closely.

The SAFETY ALERT SYMBOL above means ATTENTION! BECOME ALERT! YOUR SAFETY IS
INVOLVED! It stresses an attitude of “HEAD’S UP” for safety and can be found throughout this operator’s
manual and on the unit itself.

REMEMBER: The careful operator is the best operator. Most accidents are caused by human error. Certain
precautions must be observed to prevent the possibility of injury or damage.

Please read the rules listed below for safe operation BEFORE you operate this equipment.

Use of the words CAUTION, WARNING or DANGER, herein and on the machine itself, signal three de-
grees of hazard.

CAUTION is used for general reminders of good safety practices or to direct attention to unsafe practices.
WARNING is used to denote a specific potential hazard.

DANGER is used to denote the most serious specific potential hazard.




5.1 MANDATORY SAFETY SHUTDOWN PROCEDURE

Work of any type on machinery is always more dangerous when the machine is operating. BEFORE cleaning,
lubricating or servicing this unit, the following MANDATORY SAFETY SHUTDOWN PROCEDURE
should ALWAYS be followed:

1. Move host machine’s propulsion control to the neutral position and idle engine down.

2. Shut off Manhole Saw.
3. Position Manhole Saw so that it is completely resting on the ground or floor.
4. Engage the host machine’s parking brake.

5. Move the host machine’s throttle to the slow idle position, shut the Engine off and remove the
ignition key.

6. Relieve hydraulic pressure by moving the Hi-flow and cylinder control levers in both directions.

ONLY when you have taken these precautions can you be sure it is safe to proceed. Failure to follow the
above procedure could lead to death or serious bodily injury.

Some diagrams used herein may show Door( s), Guard (s), or Shield (s) open or removed for illustration pur
poses ONLY! BE SURE the all Door (s), Guard (s), or Shield (s) are in their proper position (s) and securely
attached BEFORE operating the Manhole Saw!

Read and observe ALL safety information and decals on the host machine and Manhole Saw BEFORE operat-
ing the unit! In addition, familiarize yourself with ALL of the safety devices and periodically check that they
are functioning properly!

Refer to the SAFETY chapter of your host machine’s operator’s manual and observe ALL Safety recommen-
dations set forth in that manual!

CAREFULLY inspect ALL hydraulic hoses and connections on a routine basis!

NEVER use your hand; escaping fluid under pressure can cause serious injury!
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BE SURE to exercise the above MANDATORY SAFETY SHUTDOWN PROCEDURE BE-
FORE proceeding to do any work on the Manhole Saw!

BE SURE the Manhole Saw is properly placed in the “Service Position” and resting on the ground
with hoses disconnected, BEFORE attempting to work on or service the attachment.

BEFORE transporting the Manhole Saw, BE SURE to raise the unit completely clear of the
ground and turn if off.

When replacing pics, BE SURE to use only a soft or lead headed hammer, and/or Pic tool, when
inserting the pics into the holders!

ALWAYS wear Safety Glasses with Side Shields, when striking metal against metal. In addition, it
is recommended that a softer (non-chipable) material be used to cushion the blow. Failure to heed could
result in serious injury to the eye(s) or other part(s) of the body!

ALWAYS wear proper clothing and covering when working with or on the Rock
Saw!

DO NOT attempt to work on the Manhole Saw or host machine with the hydraulics live or under
pressure! BE SURE to relieve the hydraulic pressure BEFORE attempting to disconnect any hoses or
BEFORE proceeding to remove the Manhole Saw from the hose machine.

DO NOT treat the Manhole Saw like a bucket. It can be damaged by contract with solid objects as
well as upset the stability of the host machine.

DO NOT hit the pics with a steel hammer as this could cause steel chips to fly, causing injury to
the eyes or face.

REMEMBER! It is the owner’s responsibility for communicating information on the safe use and
proper operation and maintenance of this machine!




6. OPERATION

6.1 FORWARD

The Manhole Saw must be attached to a host machine equipped to provide the necessary hy-
draulics and operational controls. As there are many different host machines available, this
manual will only deal with the generic operation of the Manhole Saw. Anyone attempting to
attach and operate the Manhole Saw must first have the knowledge and skill of operating the
host machine’s controls. Information regarding the host machine’s controls and attaching
procedure is founding the host machine’s Operator’s Manual or from its Authorized Dealer

Drive the host machine up to the quick attach of the Manhole Saw and connect up. Exercise
THE MANDATORY SAFETY SHUTDOWN PROCEDURE before proceeding.

Attach a set of hydraulic quick couplers compatible with those on the host machine to the
two main hoses on the Manhole Saw. Make sure that the pressure line from the host ma-
chine is connected to the “2” Port of the Manhole Saw valve, and the case drain line is con-
nected to the case drain of the host machine.

Detaching is the reverse to this process. Make sure the two hoses on the Manhole Saw are
connected together to prevent the ingress of dirt.

6.2 SETUP AND USE OF HYDRAULIC CONTROL SYSTEM

Connect the host machine quick attach to the universal quick attach mount on the Manhole
Saw according to the host machine manufacturer’s instructions.

Connect the pressure line on the Manhole Saw, which is connected to port 2 of the Manhole
Saw valve, to the pressure line of the host machine. Repeat with the return and case drain
lines. FAILURE TO CONNECT THE CASE DRAIN LINE TO THE CASE DRAIN
LINE ON THE HOST MACHINE WILL CAUSE DAMAGE TO THE HYDRAULIC
MOTOR AND VOID THE WARRANTY.

Connect the electrical plug to the host machine receptacle. If the Manhole Saw is instead
equipped with a magnetic switch box, connect red lead to the host machine’s positive 12V
battery terminal and the black lead to the negative terminal.

The drum depth function is controlled using the host machine’s secondary auxiliary flow

control. The clamp function is controlled by energizing the directional valve solenoid
through the joystick or switch box while then controlling the secondary auxiliary flow.

11




6.3 PREPARING TO CUT, CUTTING, AND REMOVAL

After making sure the drum depth cylinders are fully retracted, approach the manhole with host
machine centered laterally with the center point of the manhole.

Lower the clamp into the manhole until all eight vertical plates making up the “cross” of the
clamp are resting in contact with the top of the manhole. With the clamp centered in the man-
hole, operate the clamping function until the clamp indicator drops and the secondary auxiliary
hydraulic system runs over relief. A locking check valve will secure clamp to the manhole.

With the host machine engine running in low idle, engage the high flow hydraulics and verify
that the drum is turn in the clockwise direction if viewed from overhead.

With the drum operating correctly, increase the engine to high idle and slowly extend the drum
depth cylinders— forcing the drum into the cut. The depth can be determined from the depth

indicator located on the right side depth cylinder.

During operation, the high flow inlet pressure should be maintained at approximately 80-90%
of the host machine’s relief pressure. Forcing the drum into the cut too fast will cause the hy-
draulic motor to stall and slow the process.

When the drum has cut completely through the material, lower engine speed to low idle and dis-
engage the high flow hydraulics. Return the engine to high idle and use the loader arms of the
host machine to raise the severed material and manhole out of the cut. After setting the col-
lected material in the desired location, retract the clamp cylinder to release the collected mate-

rial.

12




7. DAILY MAINTENANCE

CAUTION: Never attempt to do any maintenance to the Manhole Saw while it is running.
Exercise the MANDATORY SAFETY SHUTDOWN PROCEDURE before proceeding.
DISCONNECT HYDRAULIC LINES BEFORE ATTEMPTING TO SERVICE
ATTACHMENT

NOTE: Careful attention to the daily maintenance routines will go a long way toward en-
suring efficient Manhole Saw operation.

1.

At the start of each day, lubricate the fore and aft swing pin and all four drum bush-
ing zerks. Two 90° zerks are located directly below the solid chain guard plates and
are accessible through the perforated steel. The other two are straight fittings located
on the top and bottom of the outer tube. The illustration on pg. 14 shows all grease
locations with chain the guard removed. If the grease fittings are not lined up with
the holes in the perforated steel, the drum can be rotated by hand in the operating di-
rection until alignment is reached. It is not necessary to remove the guard in order to
grease. Standard shop gun grease will suffice.

Using the correct size wrenches, re-tighten any loose hardware.

Inspect for any loose hydraulic fittings or damaged hoses; re-tighten or replace as
required.

WARNING! NEVER use your hands to check

for hydraulic leaks. Escaping fluid under pressure

can cause serious injury! If injured by escaping

fluid, see a doctor at once. If proper medical atten-

' tion is not administered immediately, serious in-
fection or reaction can develop.

@

4. Atleast twice daily check all pics for freedom of rotation and wear. Replace all pics

that are not rotating freely or are badly worn. Follow the procedures outlined under
Pic Removal and Replacement.

13
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ITEM | QTY | PART NUMBER DESCRIPTION
1 1 |58011 SLIDING TUBE /W
2 1 |VARIES MOTOR
3 2 158002 PLANT, SPROCKET CLAMP
4 1 |58029 CLAMPING ASSY
5 2 160253 CYLINDER, DEPTH
6 2 160328 PIN, DEPTH CYLINDER
7 1 160224 REAR PIVOT /W
8 1 160220 ROD, DEPTH GUAGE
9 1 60221 GUIDE, DEPTH GAUGE
10 1 160282 11T SPROCKET /W
11 1 160222 PIN, 1.25"
12 1 60285 LH CHAIN GUARD
13 1 160286 RH CHAIN GUARD
14 1 |50A-0606 HHCS, 3/8-16 X 3/4"
15 3 |26A-918 GREASE FITTING, 1/8 NPT 90°
16 2 |26A-018 GREASE FITTING, 1/8 NPT STR
17 1 160214 FRONT PIVOT /W
18 1 160268 BOLT-ON EAR /W
19 1 60304 DRUM, 45 CT SMALL PIC
20 1 160262 BOLT-ON SPROCKET ASSY
21 10 |30C-10 NUT, 5/8-11 NYLOK
22 1 160218 TENSIONER /W
23 5 |53D-1010 SHCS, 5/8-18 X 1.25"
24 8 |52A-1028 HHCS, 5/8-11 X 3.5"
25 1 60227 MOTOR PLATE /W
26 4 |30C-12 NUT, 5/8-11 NYLOK
27 1 |30A-08 NUT, 1/2-13 STD HEX
28 6 |52A-1016 HHCS, 5/8-11 X 2"
29 8 |52A-0810 HHCS, 1/2-13 X 1.25"
30 6 |13L-03 PIN, HAIRPIN COTTER
31 8 |30C-08 NUT, 1/2-13 X 1.25"
32 1 160327 CHAIN, #140 ROLLER
33 1 160326 GROMMET, 1.25" PRESS FIT
34 4 |52A-1224 HHCS, 3/4-8 X 3"
35 4 |52A-1020 HHCS, 5/8-11 X 2.5"
36 7 |50A-0610 HHCS, 3/8-16 X 1.25"
37 2 |14C-16 WASHER, 1" ID 2" OD
38 7 |30C-06 NUT, 3/8 NYLOK
39 8 [14C-10 WASHER, 5/8 THRU HARDENED
40 1 |50A-0824 HHCS, 1/2-13 X 3" FULLY THREADED
41 2 |57984 BUSHING, BRONZE

17




ITEM | QTY | PART NUMBER DESCRIPTION
1 1 160258 SPROCKET, 35T HARDENED
2 1 160257 RING, SPROCKET ASSY SPACER
3 1 57986 BUSHING, BRONZE
4 1 160263 BOLT-ON SPROCKET /W
5 1 (57983 BUSHING, BRONZE
6 1 157984 BUSHING, BRONZE

18
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ITEM | QTY PART NUMBER DESCRIPTION
1 2 |58096 LATCHING LEVER WELDMENT
2 2 58093 LATCHING BAR WELDMENT
3 1 |58097 CYLINDER, CLAMP
4 1 |58048 PIN, CYLINDER ROD
5 16 |S0A-0808 HHCS, 1/2-13 X 1"
6 1 160228 CLAMP INDICATOR ASSY
7 1 |58090 CLAMP WELDMENT
8 4 158033 PLATE, HOLD DOWN
9 1 |58053 PIN, CYLINDER BARREL
10 2 158047 PIN, PIVOT
11 4 [13A-0416 PIN, COTTER
12 4 |13A-0640 PIN, COTTER

58029 CLAMPING ASSEMBLY

19




EATON VIS 45 FRONT SECTION

ITEM P/N ___DESCRIPTION QTY
1* 55649 Ring Retaining 1

2 55895 Housing Bearing 1 NSS
3 55650 Bearing 1

4 * SEE KIT Seal 1

5 55651 Bearing 1

6 55652 Retainer Front 1

7* SEE KIT Seal Protector 1

8 55653 Shaft 1

9 55542 Key .625 x .625 (not shown) 1

9 55896 Key .625 x .500 (not shown) 1

10 * SEE KIT O Ring 1

11 55324 Seal Kit Inc’d * AR

0
N0 T 7
\ |
0
VIS 45 SERIES

10
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EATON VIS 45 MOTOR PARTS PLATE

ITEM P/N DESCRIPTION OTY ITEM P/N DESCRIPTION QTY
1 55770 Cap End NSS 1 16 55789 Drive Shaft 1245CC 1-NSS
2% 55771 Seal Square 4 16 55790 Drive Shaft 1557CC 1-NSS
4* 55772 Ring Backup 1 17 55791 Screw Cap 800CC 9-NSS
5% 55773 O'Ring 1 17 55792 Screw Cap 991CC 9-NSS
7 55774 Balance Plate NSS 1 17 55793 Screw Cap 1245CC 9-NSS
7 55775 Balance Plate NSS 1 17 55794 Screw Cap 1557 9-NSS
8 55776 Plug/O’ Ring NSS 1 18 55795 Spring 2-NSS
9 55777 Shim NSS AR 19 55796 Piston Shuttle 1-NSS
10 55778 Spring NSS 1 20 55797 Poppet 2-NSS
11 55779 Poppet NSS 1 21 55798 Sleeve Dashpot 2-NSS
12 55780 Geroler Assy 800CC NSS 1 22 55799 Plug/ O Ring 1-NSS
12 55781 Geroler Assy 991CC NSS 1 23 55800 Plug/ O Ring 1-NSS
12 55782 Geroler Assy 1245CC~ NSS 1 27 55801 Ball 1-NSS
12 55783 Geroler Assy 1557CC NSS 1 29 55802 Valve Plate 1-NSS
13 55784 Ball NSS 2 30%* 55803 O Ring 1

14 55785 Flange Mounting 8 Bo  NSS 1 31% 55804 Seal 1

15% 55786 Seal Face 1 32% 55805 Ring Backup 1

16 55787 Drive Shaft 800CC NSS 1 33 57043 Seal Kit Mtr Sect Inc * AR

16 55788 Drive Shaft 991CC NSS 1 34 56540 Ball 1-NSS

NOTE: NSS - NOT SERVICED SEPARATELY

VIS 45 Series

Shuttle/Relief
Valve Parts

NOTE: Item 34 Ball replaces
items 19, 20, 21 and (1) 18.
Use Spring 18 between Ball and Plug.




HOSES TO HOST MACHINE

2”’“‘%\
~ 5
{ — ‘ 9
ol L
26
] - 7" "15 / 26
a—1 16~ =11
21— __| 17~ ™ 14 o ©
i 28
25
N 24 /6 /6
T [
18 |

26\ @ 5

60297 FIVE LINE HYDRAULIC KIT

22




60297 Parts List

1 2 111C-1212 FITTING

2 1 60296 HOSE, 3/4 X 90"
3 1 60291 HOSE, 3/4 X 90"
4 1 55344S CHECK VALVE

5 2 60292 HOSE, 1/4 X 90"
6 2 6.03E+04 DEPTH CYLINDER
7 2 57038 ORIFICE FITTING
8 1 56903 SOLENOID COIL
9 1 56716 SHUTTLE VALVE
10 4 111E-0404 FITTING

11 2 111E-0406 FITTING

12 1 52981 LOCK VALVE

13 1 111C-0406 FITTING

14 1 54029 HOSE, 1/4 X 55"
15 1 57713 HOSE, 1/4 X 13"
16 1 54026 HOSE, 1/4 X 15"
17 1 55176 HOSE, 1/4 X 63"
18 4 111B-0406 FITTING

19 1 58097 CLAMP CYLINDER
20 1 |54723 HOSE, 3/4 X 52"
21 1 5.55E+04 HOSE, 3/4 X 52"
22 2 111E-1212 FITTING

23 1 111E-0606 FITTING

24 1 60293 HOSE, 3/8 X 150"
25 1 VARIES MOTOR

26 3 60294 HOSE, 1/4 X 30"
27 2 111C-0406 FITTING

28 2 111B-0406 FITTING

23




HOSES TO SKID STEER
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60331 Parts List

1 1 55140 SUN VALVE
2 2 55230 CHECK VALVE
3 1 55232 PRIORITY VALVE
4 2 111E-1212 FITTING
5 2 60291 HOSE, 3/4 X 90"
6 3 111E-0404 FITTING
7 1 56505 SOLENOID VALVE
8 1 56905 RELIEF VALVE
9 6 55611 COIL AND CONNECTOR
10 2 56504 SOLENOID VALVE
11 1 56577 CAVITY PLUG
12 6 111B-0404 FITTING
13 2 54893 CHECK VALVE
14 1 60295 HOSE, 1/4 X 21"
15 3 60294 HOSE, 1/4 X 30"
16 1 54029 HOSE, 1/4 X 55"
17 1 55176 HOSE, 1/4 X 63"
18 1 60293 HOSE, 3/8 X 150"
19 1 112D-0606 FITTING
20 1 C21417 HOSE, 1/4 X 40"
21 1 111E-0606 FITTING
22 1 VARIES MOTOR
23 2 111E-1212 IFITTING
24 2 54723 HOSE, 3/4 X 52"
25 1 60320 MOUNTING BRACKET
26 1 60328 CHECK VALVE
27 2 111B-1212 FITTING
28 1 60329 SOLENOID VALVE
29 1 60330 FITTING
30 2 C21659 HOSE, 3/4 X 20"
31 2 111C-0406 FITTING
32 4 111B-0406 FITTING
33 1 58097 CLAMP CYLINDER
34 2 60253 DEPTH CYLINDER
35 2 111E-1212 FITTING
36 2 112C-1212 FITTING
37 1 111B-0406 FITTING
38 1 111A-0406 FITTING
39 2 111HH-04 FITTING
40 1 60327 VALVE ASSY
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Mailing: PO Box 9102 ¢ Wichita, KS 67277
Shipping: 3348 S. Hoover ¢ Wichita, KS 67215 ¢ 316-946-5885




